


Rainier SERIES
Compact Entry-Level Multiviewer
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MONITORING MADE EASY™
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www.avitechvideo.com
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Rainier-2V             -       2  -  IP & RS-232               1920x1200
Rainier-2a2V  2 CV (PAL/NTSC)  2  -  IP & RS-232               1920x1200
Rainier-2U2V  2 CV, HD/SD-SDI  2  -  IP & RS-232               1920x1200

Rainier-4a (Quad Split Only) 4 CV (PAL/NTSC)  -  -  RS-232                1400x1050 
Rainier-4a1V  4 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-8a1V  8 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-12a1V  12 CV (PAL/NTSC)  1        -  RS-232                1920x1200
Rainier-16a1V  16 CV (PAL/NTSC)  1       -  RS-232                1920x1200

Rainier-4d (Quad Split Only) 4 CV, SD-SDI  -       8   Channels  RS-232                1400x1050
Rainier-4d1V  4 CV, SD-SDI  1       8   Channels  RS-232                1920x1200
Rainier-8d1V  8 CV, SD-SDI  1       16 Channels  RS-232                1920x1200
Rainier-12d1V  12 CV, SD-SDI  1       24 Channels  RS-232                1920x1200
Rainier-16d1V  16 CV, SD-SDI  1       32 Channels  RS-232                1920x1200

Rainier-4U (Quad Split Only) 4 CV, HD/SD-SDI  -       8   Channels  IP & RS-232               1920x1200
Rainier-4U1V  4 CV, HD/SD-SDI  1       8   Channels  IP & RS-232               1920x1200
Rainier-8U1V  8 CV, HD/SD-SDI  1       16 Channels  IP & RS-232               1920x1200
Rainier-12U1V  12 CV, HD/SD-SDI  1       24 Channels  IP & RS-232               1920x1200
Rainier-16U1V  16 CV, HD/SD-SDI  1       32 Channels  IP & RS-232               1920x1200
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�s�]�����}���/�v�‰�µ�š 480p 60Hz, 576p 50Hz, 720p 50/60Hz, 1080i 50/60Hz
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